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The first post-classical computation will most probably be performed not on a universal quantum
computer, but rather on a dedicated quantum hardware. A strong candidate for achieving this is
represented by the task of sampling from the output distribution of linear quantum optical networks.
This problem, known as boson sampling, has recently been shown to be intractable for any classical
computer, but it is naturally carried out by running the corresponding experiment. However, only
small scale realizations of boson sampling experiments have been demonstrated to date. Their main
limitation is related to the non-deterministic state preparation and inefficient measurement step.
Here, we propose an alternative setup to implement boson sampling that is based on microwave
photons and not on optical photons. The certified scalability of superconducting devices indicates
that this direction is promising for a large-scale implementation of boson sampling and allows for
more flexible features like arbitrary state preparation and efficient photon-number measurements.
INTRODUCTION
In the context of linear optics quantum computation,
the fundamental work of Knill, Laflamme and Milburn
[1] showed that a universal set of gates is implementable
when deterministic single photon sources, efficient de-
tectors and fast electronic feed-forward are exploited.
Achieving any of these three ingredients constitutes an
impressive technological challenge by itself, but the ques-
tion is whether all these components are necessary to
realize a form of computation superior to the one of
classical computers. The answer, as explicitly put for-
ward by Aaronson and Arkhipov [2], is no. In partic-
ular, no feed-forward loops are necessary and also the
non-deterministic nature of state-of-the-art single pho-
ton sources can be partially tolerated [3, 4].
The task that Aaronson and Arkhipov proposed and
showed to be, modulo a couple of reasonable conjectures,
intractable for classical computers [2], is the simulation
of a linear optical quantum network in which the input
state of each mode corresponds to either a single photon
or the vacuum state. The problem is to sample from the
photon number distribution measured at the output of
each mode. For this reason, it has been referred to as
boson sampling. Such hardness proof is remarkably im-
portant since it shows that intermediate quantum setups
can challenge the extended Church-Turing (ECT) thesis
by suggesting a physical implementation that computes
more efficiently than a non-deterministic Turing machine.
In practice, the ECT thesis is not directly refutable since
it refers to an asymptotically large scale implementation
of a physical device, but the clear indication of a scalable
setup and the neat experimental demonstration of such
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computation in medium-size devices would constitute a
serious indication to reconsider the ECT thesis.
The emphasis of the previous argument points to the
scalability issue. In fact, the original boson sampling
setup works with optical photons that are difficult to
generate as single photons in a deterministic way and
that, given the state-of-the-art, cannot be detected with
almost unit efficiency . Subsequent proposals have sug-
gested the use of different initial states, like two-mode
squeezed states [4], photon added/subtracted coherent
states [5], or vacuum squeezed states [6]. These mod-
ifications only partially solve the bottlenecks of non-
deterministic state preparation and detection efficiency
making the actual implementation of boson sampling ex-
ponentially demanding in the number of photons [7, 8]. A
different approach to overcome such difficulties is the use
of alternative experimental setups. Phonons are bosonic
particles and, under corresponding Hamiltonians, behave
in the same way as photons. Shen, Zhang and Duan pro-
posed to use trapped ions and their collective vibrations
to implement boson sampling [9]. Unfortunately, the re-
quired interactions are not the natural ones for the setup
considered, so frequent and localized laser pulses are nec-
essary to constantly alter the dynamics with active con-
trol techniques. This overhead limits the applicability of
this construction to a small number of vibrational modes
of the trapped ions.
In this article, we propose to realize boson sampling
with photons outside the optical regime, in particular
we show how microwave photons are ideal for a scalable
implementation that takes into account all three funda-
mental steps of the problem: I) deterministic state prepa-
ration, II) direct implementation of the appropriate dy-
namics, and III) highly efficient measurements. In our
proposal, we substitute the open-end optical waveguides
with identical superconducting resonators, one for each
mode, and couple them through a superconducting ring
coupler implementing a tunable beam splitter Hamilto-
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2nian. Phase shifters are naturally implemented by tuning
the resonator frequency in an independent way with the
aid of an adjacent superconducting qubit. In this setup,
state preparation is efficiently carried out by loading the
corresponding state of the qubit into each resonator us-
ing the Jaynes-Cummings interaction in circuit quantum
electrodynamics (circuit QED) [10, 11]. The introduction
of additional low-quality-factor (low-Q) resonators allows
the system readout through a quantum non-demolition
measurement. Note that in this proposal, the spatial
degree of freedom of the waveguides is replaced by a se-
ries of controlled steps in time evolution, as shown in
Figure 2. All the above operations can be performed de-
terministically and with high fidelity on state-of-the-art
superconducting devices with little design modifications
with respect to current setups [12]. As demonstrated
independently in [13] and in [14, 15], these missing ingre-
dients are relatively easy to integrate in superconducting
architectures. This guarantees the scalability of our pro-
posal and suggest superconducting platforms as a major
physical candidate to the realization of large scale boson
sampling experiments.
Finally, the advantages of the proposed implementa-
tion do not only help us to address computational com-
plexity questions alone, even if of primary importance,
they also have a second, more practical relevance. Re-
cently, a modified version of the original boson sampling
apparatus has been shown to be an essential component
of the quantum simulation of molecular vibronic spec-
tra [16]. The additional operations required to achieve
such simulation are, essentially, the application of dis-
placement and squeezing operations. These operations
are readily carried out using superconductors by means
of the manipulation of the initial state of the photons [17].
Our proposal could then pave the way to the first boson
sampling experiment with direct practical implications.
BOSON SAMPLING HAMILTONIAN
The dynamics of passive linear optical systems is deter-
mined by the sequence of beam splitter and phase shifting
elements that constitute the photonic network. Here, we
show how their action can be described in terms of the
sequential application of specific Hamiltonians.
In its original formulation, boson sampling refers to
the situation in which N single photons are injected
in a M -modes photonic network characterized by the
unitary matrix U . Introducing the Fock number ba-
sis, i.e. the basis composed by states {|n1, n2, · · · , nM 〉}
having a precise number of photons nj in each mode
j = 1, 2, · · · ,M , we can write the input and output state
as
|ψin〉 = |11, · · · , 1N , 0N+1, · · · , 0M 〉 , (1)
|ψout〉 = RˆU |ψin〉 , (2)
where the transformation RˆU is defined through its ac-
tion on the bosonic creation operators by RˆU a†i Rˆ
†
U =
∑
j Uija
†
j . Aaronson and Arkipov showed that sam-
pling from the photon-number output distribution
P (n1, n2, · · · , nM ) = | 〈n1, n2, · · · , nM | RˆU |ψin〉 |2 is a
computationally hard task, provided that the number of
modes M ≥ N2 and that the unitary U is chosen ran-
domly according to the Haar measure [2].
Since any linear optical network can be constructed
with phase shifters (ps) and beam splitters (bs) alone,
RˆU can also be decomposed as the sequential product
of the corresponding unitary operations acting, respec-
tively, only on one or two modes. The constructive proof
that any M×M unitary matrix U can be associated with
a photonic network composed by K = O(M2) optical ele-
ments [18] provides the factorization RˆU = Uˆ (K) · · · Uˆ (1).
Every operation corresponds to the application of an ap-
propriate Hamiltonian for the specific time τk according
to Uˆk = exp (−iHˆkτk). The Hamiltonians have only two
possible forms (~=1 throughout)
Hˆbsk = gka
†
ik
aik+1 + H. c. , (3)
Hˆpsk = φka
†
jk
ajk , (4)
where indexes ik, jk = 1, · · · ,M label the resonator
modes involved in the k-th operation. Once introduced
in the operator Uˆk, the quantities gkτk and φkτk define,
respectively, the beam splitter reflectivity and phase shift
associated to the k-th optical element. By applying these
building-block operations sequentially, one realizes the
complete boson sampling unitary RˆU . This procedure
offers the possibility of implementing boson sampling in
any platform capable of generating the above Hamiltoni-
ans. In particular, superconducting circuits associate an
extraordinary level of control to the required interactions.
In the next section, we show how to implement beam
splitting and phase shifting operations in circuit QED
systems. We also describe the state preparation and
measurement steps that complete the scalable implemen-
tation of boson sampling with microwave photons.
BOSON SAMPLING WITH
SUPERCONDUCTING CIRCUITS
Boson sampling consists of three fundamental steps:
i) initial single-photon state preparation, ii) implemen-
tation of the random unitary RˆU and iii) single-photon
detection. Here, we describe the specific circuit design to
implement all the necessary operations with microwave
photons.
Our proposal consists of a series of high-quality-factor
(high-Q) superconducting storage resonators which are
coupled to each other by a tunable interaction that can
effectively be switched on and off. These resonators are
used for storage of the photons that will be processed to
carry out the boson sampling algorithm. At the same
time, each storage resonator is also coupled to a super-
conducting qubit to perform the crucial operations re-
quired by a boson sampling device (see Figure 1b). While
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FIG. 1. Boson sampling implementation with microwave photons. a) Quantum electrical circuits required for the physical
implementation: (Top) a cross-shaped transmon qubit, also known as Xmon. The qubit is capacitively coupled to the storage
(Cs) and measurement resonators (Cm), an XY control line, and inductively coupled to a Z control line that controls the qubit
frequency through the external magnetic flux  ext. (Middle) A superconducting ring intersected by a Josephson junction,
acting as a coupler between neighboring storage resonators. The coupling is fully tunable through the external control flux  c.
(Bottom) High-Q storage resonator (black) and low-Q measurement resonator(blue) with characteristic frequencies Ês and Êm.
b) Experimental proposal for microwave boson sampling using superconducting circuits. c) Pictorial description of the boson
sampling protocol shown in Table I, and comparison with the usual linear optics setup. Faded color in the ring coupler stands
for a disconnected interaction.
Our proposal consists of a series of high-quality-factor
(high-Q) superconducting storage resonators which are
coupled to each other by a tunable interaction that can
e ectively be switched on and o . These resonators are
used for storage of the photons that will be processed to
carry out the boson sampling algorithm. At the same
time, each storage resonator is also coupled to a super-
conducting qubit to perform the crucial operations re-
quired by a boson sampling device (see Figure 1b). While
this proposal is largely qubit independent, we have cho-
sen to illustrate it adopting the X-mon qubit [19] since
its cross-shaped design allows for both transverse and
longitudinal rotations without acting on the resonator
themselves. Finally, the design requires the X-mon qubit
to be also coupled to a low-Q (measurement) resonator,
which will be used to perform quantum non-demolition
detection of the photons stored in the storage resonator.
We now discuss how to implement all the fundamental
operations in superconducting setups:
I) Initial state preparation.- We initialize the qubits,
initially far detuned in energy from the storage resonator
frequency, in the ground state |gÍ. Then, we coherently
FIG. 1. Boson sampling implementation with microwave photons. a) Quantum electrical circuits required for the physical
implementation: (Top) a cross-shaped transmon qubit, also known as Xmon. The qubit is capacitively coupled to the storage
(Cs) and measurement resonators (Cm), an XY control line, and inductively coupled to a Z control line that controls the qubit
frequency through the external magnetic flux Φext. (Middle) A superconducting ring intersected by a Josephson junction,
acting as a coupler between neighboring storage resonators. The coupling is fully tunable through the external control flux Φc.
(Bottom) High-Q storage resonator (black) and low-Q measurement resonator(blue) with characteristic frequencies ωs and ωm.
b) Experimental proposal for scalable boson sampling using superconducting circuits.
this proposal is largely qubit independent, we have cho-
sen to illustrate it adopting the X-mon qubit [19] since
its cross-shaped design allows for both transverse and
longitudinal rotations without acting on the resonator
themselves. Finally, the design requires the X-mon qubit
to be also coupled to a low-Q (measurement) resonator,
which will be used to perform quantum non-demolition
detection of the photons stored in the storage resonator.
We now discuss how to implement all the fundamental
operations in superconducting setups:
I) Initial state preparation.- We initialize the qubits,
initially far detuned in energy from the storage resonator
frequency, in the ground state |g〉. Then, we coherently
drive the first N X-mon qubits through their XY ports
to implement a pi-pulse that brings the qubits to the ex-
ci ed state |e〉. This single qubit operati n can be done
with extremely high fid lity, of around 99.92% as recently
reported in a similar system [12, 20]. By tuning the X-
mon frequency through the Z qubit control line, we bring
the qubits on resonance with the storage resonators for a
time t, activating a Jaynes-Cummings interaction of the
form
HJC = ωsa†a+
Ω
2 σz + gs(σ
+a+ σ−a†) , (5)
wher Ω is the qubit frequency, ωs the storage reson or
frequenc and gs is the coupling constant ( ee Meth-
ods). Applying this interaction for a time t = pi/gs
moves the qubit excitation onto the storage resonator
|e〉⊗|0〉 → |g〉⊗|1〉, creating a single-photon Fock state on
the storage resonator. This operation can be performed
deterministically and with high efficiency, as shown in
[17]. Interestingly enough, we are not limited to the gen-
eration of single-photon states. More complicated states,
such as higher-number Fock states [21] and Gaussian
states [22], can also be prepared. As we will discuss later
on, this would allow the implementation of boson sam-
pling with modified input states in the form required by
the quantum simulations of molecular spectroscopy [16].
II) Unitary operation.- In the previous section we
showed that any unitary can be written as an appropriate
sequence of local Hamiltonians of the form (3) and (4).
Beam splitter operations can be simply carried out by
bringing two transmission line resonators together. In the
confluence of their center conductors, evanescent waves
couple the two resonators allowing the photons to tun-
nel between them. However, their coupling is determined
by the fixed geometric arrangement of the resonators, re-
sulting in a static coupling gbs that can not be switched
off. In order to make the coupling switchable, different
schemes have been proposed theoretically [23, 24] and
implemented experimentally [13–15]. All these proposals
are based on superconducting rings acting as tunable cou-
plers (cf. Fig. 1a). Switchability relies on a controlled
quantum interfer nce between the resona or w vefunc-
tions, that either adds them up r can els each o r out,
depending on a control parameter, namely external
magnetic flux Φc threading the supercond cting ring ( ee
Met ods). These tunable interactions have been realized
both as qubit-qubit [13] and as resonator-resonator cou-
plers [14, 15], reporting on-off interaction ratios of about
104. Moreover, the switching operation is very fast and
takes only a fraction of a nanosecond, that is to say a
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FIG. 2. Pictorial description of microwave boson sampling in a three-mode device, and comparison with its linear optics
counterpart. In the optical network photons travel from left to right, passing through the three fundamental steps of boson
sampling I) state preparation, II) unitary dynamics and III) detection. The corresponding operations in circuit QED are
illustrated in the panel above, where the color code indicates which interaction is currently active. Qubits are depicted in red
if in the excited state |e〉, and green if in the ground state |g〉. Purple ring coupler are disconnected when faded. The protocol
is summarized in Table I.
time scale much faster than the resonator dynamics.
Phase-shifting operations can be implemented by
bringing the qubit off-resonance with the storage res-
onator, in the so-called dispersive regime where ∆s =
Ω − ωs  gs. Under this condition, the qubit induces
a state-dependent pull of the resonator frequency of the
form
Hdis =
(
ωs − g
2
s
∆s
σz
)
a†a+ 12
(
Ω− g
2
s
∆s
)
σz, (6)
where the effective resonator frequency includes contri-
bution from φ = g2s/∆s × 〈σz〉. As a consequence, the
phase accumulated by each photon in the resonator de-
pends on the qubit state, being proportional to 〈σz〉 = ±1
for the excited and ground state, respectively. Assuming
that every qubit is in the ground state |g〉, and equally
detuned with respect to its storage resonator, there is
no relative frequency shift between resonators. However,
relative phases between resonators can be arbitrarily cre-
ated simply by flipping the corresponding qubit to its ex-
cited state |e〉 and introducing a frequency modification
equals to 2φ.
Thus, applying a dispersive interaction of the form (6)
to a desired qubit-resonator pair for times tps ∈ [0, pi/φ]
one can introduce arbitrary relative phase-shifts between
any pair of adjacent storage resonators.
III) Readout.- A very important and delicate step in
any superconducting architecture is the measurement
protocol. For this reason, we provide two alternative
implementations based on distinct physical mechanisms.
The first mechanism consists of mapping the storage res-
onator state back to the qubits, by inverting the state
preparation procedure. This mechanism is supposed to
perfectly distinguish between an empty resonator and a
resonator occupied by a single microwave photon, as re-
quired in the original formulation of boson sampling [2].
Bringing the qubits on resonance with the storage res-
onators, the interaction in eq. (5) causes Rabi oscilla-
tions that swap the boson sampling resonator state |ψout〉
to the qubit [17]. While two or more photons might
have bunched together on the same resonator, thus pre-
venting the transfer to the qubit state due to a photon-
blockade effect [25], we can postselect this event as we
would do in any linear optics implementation. With the
aid of a second, low-Q resonator, we perform a quantum
non-demolition detection of the qubit state (see Figure
1b). Measuring the transmission of the measurement res-
onator, we detect with large fidelity whether the qubits
are in the ground or excited state, and hence the photon
state in the storage resonators [26].
While the measurement described above has similarity
with the functioning of a “photodetector” (i.e. discrimi-
nate only 0 or 1 microwave photons in the resonator),
we devise a second readout mechanism that works as
a high-efficient quantum non-demolition photon counter.
The measurement mechanism is based on qubit-photon
logic gates [27]. Within the dispersive regime, where the
qubit is detuned by an amount ∆m, the effective qubit
frequency is lifted due to the photons in the storage res-
onator according to Ω˜n = Ω+(2n+1)g2s /∆, where n is the
5Step I: Step II: Unitary operator Step III:
Initial state preparation Beam splitter Phase sifting Measurement protocol
Physical system qubit-storage resonator resonator-resonator qubit- storage resonator qubit- measurement resonator
Hamiltonian Jaynes-Cummings beam-splitting dispersive dispersive
Relevant parameters ∆s = 0, t = pi/gs ∆res = 0, tbs = pi/gbs φ = g2s/∆s, tps = pi/φ ξ0 = g2m/∆m, tm = 1/κm
Figures of merit gs/2pi ' 150MHz gbs/2pi ' 30MHz φ ' 20MHz, κs/2pi = 1 KHz ξ0 = 30MHz, κm/2pi = 20MHz
TABLE I. Summary of the microwave boson sampling implementation. For each step of the protocol (columns), we display the
key physical systems involved in that step, the Hamiltonian ruling the system dynamics, as well as the relevant parameters and
their figures of merit. In step I, qubit and storage resonator interact of resonance via Jaynes-Cummings Hamiltonian. In step II,
storage resonators are coupled on resonance via beam-splitter interaction for the purposes of beam splitting operations, while
an off resonance, dispersive interaction with the qubit implements relative phase shifts. In step III, off resonance dispersive
interaction, this time with the measurement resonator, is used for quantum non-demolition detection.
number of photons on the storage the resonator. Then,
by sending coherent microwave signals at the different
frequencies of the qubit Ω˜n, we perform a pi-rotation on
the qubit, contingent on the storage resonator state |n〉:
when the driving microwave hits the qubit at its resonant
frequency, we flip the qubit state |g〉 → |e〉, which will,
in turn, create a displacement of the measurement res-
onator frequency [26]. By tracking the transmission on
the measurement resonator, we can determine the num-
ber of photons n in the storage resonator in at most n
trials. As far as boson sampling is concerned this would
normally correspond to one or two attempts to measure
the resonator. Each readout can be performed with effi-
ciency of about 90% [27] and, since the measurement is
non-demolition, one can repeat the measurement many
times to exponentially reduce the probability of failure.
The latter readout scheme represents a remarkable fea-
ture of our microwave setup that is absent, in its deter-
ministic form, in linear optical setups. This results is
very relevant for the realization of boson sampling ex-
periments that require counting more than one photon
per mode, as is the case for modified boson sampling
protocols with initial Gaussian states [4, 16].
To illustrate our proposal, we present in Figure 2 a
pictorial comparison of a three-mode boson sampling im-
plementation with superconducting circuits and the orig-
inal linear optical network. A summary of the whole mi-
crowave boson sampling protocol can be found in Table I,
where we present the most relevant parameters together
with their experimental benchmarks.
GENERALIZED BOSON SAMPLING WITH
SUPERCONDUCTING CIRCUITS
At various points during the description of the pro-
posed microwave setup, we observed that the supercon-
ducting design allows not only the implementation of all
passive linear elements, but also several additional op-
erations. This flexibility represents a necessary condi-
tion to realize many generalized versions of the boson
sampling problem [4, 6]. Implementations with Gaus-
sian states require, for example, the ability of preparing
two-mode squeezed states and to perform parity mea-
surements. A particular role is played by the proposal
in Ref. [16], which constitutes the first practical appli-
cation of boson sampling and connects it to molecular
spectroscopy. Here, we describe how the required op-
erations of displacement, squeezing and photon-number
discrimination are achievable with microwave photons.
Consider the very same device presented to tune the
resonator-resonator couplings. The specific form of the
interaction in eq. (3) is obtained in the rotating wave
approximation starting from the more accurate form
Hint = gk(Φc)(a†k + ak)(a
†
k+1 + ak+1). As detailed in
the methods section, when the external magnetic flux
through the coupler Φc oscillates at the appropriate fre-
quency ωc = ωk + ωk+1, the interaction effectively pro-
duces two-mode squeezing in the frame rotating at the
coupler frequency. Simultaneously, a displacement oper-
ation can be straightforwardly introduced by simply driv-
ing the storage resonator itself. The combined action of
displacement and squeezing is interpreted as the required
state preparation step of modified boson sampling setups
[4, 16]. The other essential requirement is the ability of
determining the parity or counting the number of pho-
tons in a resonator. This operation has already been
described in the previous section: in essence, we exploit
the nearby qubit to check a single occupation number of
the storage resonator at a time, effectively implementing
a quantum non-demolition photon counter. By virtue of
the suggested protocol, our proposal constitutes, to the
best of our knowledge, the first scalable implementation
of any practical application of boson sampling.
DISCUSSION
To address the feasibility of our proposal, we have to
understand how the requirements on the single operation
affect the overall scalability. First of all, the number of
consecutive beam splitter or phase shifting operations to
be performed increases with the number of modes M . In
6general, one needsO(M2) operations [18], but we observe
that in our setup, like in the optical counterpart, O(M)
operations can be implemented simultaneously. This re-
laxes the requirement on the quality factor of the storage
resonators, since a resonator lifetime proportional to M
is sufficient. How many operations can we perform, and
therefore how many modes can we consider, before the
microwave photons are lost? Loading and measuring the
resonator is performed only once per run, while a typi-
cal operation consisting of a beam splitter followed by a
phase shifter requires a time (tbs + tps) ' 0.3µs (see val-
ues reported in Table 1). This time has to be compared
with the storage resonator lifetime, which would proba-
bly be the limiting factor to run a successful experiment.
High finesse coplanar waveguides resonators with qual-
ity factors above one million have been reported [28, 29],
yielding cavity decay rates κ ' 2pi×1 KHz corresponding
to a cavity lifetime tκ = 150µs. Thus, one could imple-
ment a total number of operations tκ/(tbs + tps) ' 500
before the photons are lost.
Since boson sampling is believe to be hard for N ∼√
M , we can successfully manipulate ∼ 20 photons. At
the same time, the probability of correctly preparing and
detecting all the N single photons diminishes exponen-
tially in any non error-corrected architecture, and su-
perconducting circuits are not an exception. However,
the remarkable fidelities F ' 99.9% achieved in generat-
ing and measuring single photon Fock states [22] demon-
strate that the superconducting technology is already
mature to successfully implement boson sampling with
N ∼ 20 photons. This size is at the edge of what is
tractable on a classical supercomputer [2, 30] and, there-
fore, we are confident that the first post-classical compu-
tation is within experimental reach with today’s technol-
ogy.
In conclusion, we propose a novel architecture to over-
come the limitations exhibited by the linear optical and
ion trap implementations of boson sampling. We start
from the observation that any photonic network can be
decomposed in a sequence of elementary operations gen-
erated by two kind of Hamiltonians alone. Then, we sug-
gest to realize the bosonic modes by identical microwave
resonators that are coupled to each other with tunable
strength. For each resonator, a superconducting X-mon
qubit provides the access needed to perform state prepa-
ration and measurement. A consequence of the proposed
design is that other non-linear operations, like those in-
troduced in recent works on generalized versions of bo-
son sampling, are readily implementable. In particular,
squeezing operations and photon counter measurements
are now available to realize the first practical applica-
tion of boson sampling in the context of molecular spec-
troscopy.
METHODS
On- and off-resonant regimes
The X-mon qubit used in this proposal works as a split-
transmon [31], where a dc-SQUID acting as a tunable
Josephson junction induces fast changes in the qubit fre-
quency (see Fig. 1a, top for the circuit design, and the
definition of the relevant quantities considered below).
More specifically, the qubit frequency is given by Ω =√
8EJ(Φext)EC , where EC = e2/2CJ is the capacitive
energy of the qubit, and EJ(Φext) = 2EJ cos(2piΦext/Φ0)
is the effective Josephson energy. Through variations of
the external magnetic flux Φext, one can change Ω to the
desired frequency range. More precisely, we are inter-
ested in bringing the qubit on and off resonance with the
storage resonators which accounts for frequency change
of a few GHz. Such a frequency change can be done in a
few nanoseconds, without altering the qubit lifetime, of
the order of tens of microseconds.
Finally, the coupling constant that characterizes the
interaction between qubits and resonators, valid for both
storage and measurement resonator, is given by [32]
gs,m =
Cs,m
Cs,m + CJ
√
ωs,m
cL
, (7)
where Cs,m is the capacitive coupling of the qubit to
the storage (measurement) resonator, L is the resonator
length, and c the capacitance per unit length.
Beam splitting and two-mode squeezing operations
The more generic resonator-resonator interaction can
be written in the interaction picture as [23]
Hint = g(Φc)(a†k + ak)(a
†
k+1 + ak+1), (8)
where ak (a†k) is the annihilation (creation) operator
of the k-th resonator, satisfying canonical commutation
rules [ak, a†k′ ] = δkk′ and g(Φc) is a flux-dependent cou-
pling constant of the form
g(Φc) = gbs cos(2piΦc/Φ0). (9)
For the purposes of implementing beam splitting oper-
ations over identical resonators (ωk = ωk+1 ∀k), one
just needs a step-function dependence of static external
fluxes, since Hamiltonian (8) follows immediately after
the rotating wave approximation [23]. More precisely,
for switching on a 50/50% beam splitter interaction one
applies an external flux Φc = nΦ0 for a time t = pi/gbs,
while an externally applied flux at Φc = (n + 1/2)Φ0
will switch it off. On the other hand, the same in-
teraction (8) can effectively generate squeezing opera-
tions when the applied flux oscillates at the appropriate
frequency. In particular, for an external flux Φc(t) =
7Φc cos ((ωk + ωk+1)t), and invoking the Anger-Jacobi ex-
pansion, one can go to a new rotating frame that yields
the effective Hamiltonian Hint = gbs(a†ka
†
k+1 + H. c).
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